
 
 
 

Model No Discs Mass 

per 

Disc 

(kg) 

Working 

Width 

 

(m) 

Average 

Tractor 

Req. 

(kW) 

Model No 

SKSN 9-16 16 110 1.75 42  -  52 SKSN 9-16 

SKSN 9-18 18 110 1.95 47  -  58 SKSN 9-18 

SKSN 9-20 20 110 2.10 52  -  64 SKSN 9-20 

SKSN 9-22 22 110 2.30 58  -  72 SKSN 9-22 

SKSN 9-24 24 110 2.50 64  -  80 SKSN 9-24 

SKSN 9-26 26 110 2.70 70  -  88 SKSN 9-26 

SKSN 9-28 28 110 2.90 77  -  96 SKSN 9-28 

SKSN 9-30 30 110 3.10 83  -  104 SKSN 9-30 

SKSN 9-32 32 110 3.30 85  -  105 SKSN 9-32 

SKSN 9-34 34 110 3.50 88  -  110 SKSN 9-34 

SKSN 9-36 36 110 3.70 95  -  115 SKSN 9-36 

SKSN 9-38 38 110 3.90 98  -  125 SKSN 9-38 

SKSN 9-40 40 110 4.10 102  -  130 SKSN 9-40 

SKSN 9-42 42 110 4.30 109  -  136 SKSN 9-42 

SKSN 9-44 44 110 4.60 115  -  144 SKSN 9-44 

Model No Disc Working 

Width 

 

m 

Mass 

per 

Disc 

kg 

Qty 

Bearing 

Units 

Average 

Tractor 

Req. 

kw 

SKSN 11-14 14 2.03 110 6 45  -  56 

SKSN 11-16 16 2.29 110 6 52  -  64 

SKSN 11-18 18 2.56 110 6 58  -  72 

SKSN 11-20 20 2.81 110 6 64  -  80 

SKSN 11-22 22 3.07 110 6 70  -  88 

SKSN 11-24 24 3.33 110 8 77  -  96 

SKSN 11-26 26 3.59 110 8 83  -  104 

SKSN 11-28 28 3.85 110 10 90  -  112 

SKSN 11-30 30 4.11 110 10 96  -  120 

SKSN 11-32 32 4.37 110 10 102  -  128 

SKSN 11-34 34 4.63 110 12 109  -  136 

SKSN 11-36 36 4.89 110 12 115  -  144 

SKSN 11-38 38 5.15 110 12 120  -  150 

SKSN 11-40 40 5.41 110 12 127  -  160 

SKSN 11-42 42 5.67 110 12 133  -  168 

SKSN 11-44 44 5.93 110 14 140  -  176 

SKSN 11-46 46 6.18 110 14 147  -  185 

SKSN 11-48 48 6.45 110 16 153  -  193 

SKSN 11-50 50 6.71 110 16 150  -  201 

SKSN 11-52 52 6.97 110 16 166  -  209 

SKSN 11-54 54 7.23 110 16 173  -  217 

SKSN 11-56 56 7.49 110 16 179  -  225 

SKSN 11-58 58 7.75 110 18 185  -  223 

SKSN 11-60 60 8.01 110 18 192  -  241 

SKSN 11-62 62 8.27 110 18 198  -  249 

The Erdvark Heavy Duty Offset Disc Harrow is ideal for 

cultivating all soil types with a weight of 110 kg per disc. 

The Disc Harrow is perfect for preparation of seed beds, 

weed control, cutting vegetable lands and 

stubble after harvesting. 

These Heavy Duty Offsets are fitted with a high tensile 

disc axle of 45 mm diameter and with 

26"(660 mm) or 28"(710 mm) discs. 

The disc spacing on the Disc Harrows 

is 9" (228 mm) or 11” (280mm). 

SKSN-9: SKSN-11:

For queries, contact: 

 

Henry Beukes (Trawal)  Cell + 27 (0) 825650971 

Email: henry@erdvark.co.za 

 

Joof Enslin (Vredefort)  Cell + 27 (0) 834410297 

Email: joof@erdvark.co.za 

 

Willem Oosthuizen (George)  Cell + 27 (0) 824986619 

Email: willem@erdvark.co.za 
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